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without  change  from  the  previous  supplement  dated  March  20, 
1942.  The  supplement  is  so  printed  that  it  may  be  cut  up  and  the 
slips  inserted  on  the  pages  affected.  All  corrections  should  be 
made  in  such  a  manner  that  they  can  be  removed  if  changed  or 
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IMPORTANT  NOTICE — Supplements  to  the  United  States  Coast  Pilots 
are  issued  about  once  each  year  and  give  the  more  important  information 
available  for  bringing  the  Coast  Pilots  up  to  date.  The  Coast  and  Goodetic 
Survey  must  depend  in  a  great  measure  upon  outside  sources  of  information 
pending  a  complete  revision  of  a  volume.  Mariners  and  others  will  there- 
fore realize  the  importance  and  great  desirability  of  cooperation  in  this 
work  and  are  urgently  requested  to  forward  to  the  Director,  United  States 
Coast  and  Geodetic  Suvey,  Washington,  D.  C,  directly  or  through  a  field 
station,  any  information  affecting  the  Coast  Pilots  or  charts  that  may 
come  to  their  notice,  as  well  as  any  suggestions  that  they  may  have  for 
increasing  the  value  of  these  publications. 


GENERAL  WARTIME  WARNINGS 

Owing  to  war  conditions  the  operation  of  aids  to  navigation  in- 
cluding lights,  fog  signals,  and  radiobeacons  on  the  coasts  of  the 
United  States  and  its  territories  may  be  interrupted,  suspended,  or 
visibility  reduced  without  notice  and  the  distinctive  appearance  of 
any  aid  to  navigation  structure,  as  described  in  the  Coast  Pilot,  Sup- 
plement, or  Light  List  is  subject  to  change  without  notice. 

Wartime  regulations  affecting  the  anchorage  and  movement  of 
vessels,  and  the  loading  and  discharging  of  explosives  or  inflammable 
material,  or  other  dangerous  cargo  in  the  ports  of  the  United  States 
and  territorial  possessions  are  in  effect.  Information  concerning  these 
new  regulations  should  be  obtained  from  the  Captain  of  the  Port 
involved.  The  Captain  of  the  Port  is  an  officer  functioning  directly 
under  the  Commandant  of  the  Naval  District. 

Mine  fields,  obstructions,  defensive  sea  areas,  and,  in  some  places 
maritime  control  areas  have  been  established  in  the  approaches  to 
certain  ports  and  in  various  localities  along  the  coasts  of  the  United 
States  and  its  possessions.  Mariners  are  warned  to  use  extreme  cau- 
tion when  approaching  affected  areas  and  vessels  entering  them  with- 
out permission  will  incur  real  danger  to  themselves. 

Shipping  is  enjoined  to  obtain  routing  instructions,  at  each  time 
and  port  of  departure,  from  local  United  States  Naval,  or,  if  such  are 
not  present.  United  States  Consular  authorities. 

During  blackouts,  mariners  navigating  in  harbors,  anchorages, 
channels,  rivers  and  other  inland  waters  are  advised  to  tie  up,  or  an- 
chor in  open  waters,  in  anchorages,  alongside  channels,  or  in  channels 
as  conditions  permit,  and  to  observe  blackout  of  vessel's  lights,  includ- 
ing anchor  lights. 

Page  VII 

Lines  3  and  4  from  bottom. — For  "Coast  Guard"  and  "district  offices" 
read  "Coast  and  Geodetic  Survey"  and  "field  stations". 

Page  IX* 

Index  Chart.— Chart  247  has  been  cancelled  by  Chart  258.  The 
■eastern  limit  extends  to  70°09'06"  W  and  the  northern  limit  extends 
to  41°41'12''  N.     The  price  of  Chart  258  is  75  cents. 

(1) 


Page  5  "  ^ 

Line  3. — For  "Appendix"  read  "page  26". 

Page  6 

DISTANCES  BETWEEN  PORTS.— Strike  out  last  line  beginning 

"See  List  .  .  .". 

Page  T* 

ARMY  ENGINEERS,  Line  15.— For  "Appendix"  read  "page  27." 

Anchorage  Areas.— See  General  Wartime  Warnings  paragraph 
2,  this  supplement. 

Page  9* 

Light  List,  line  6. — For  "Appendix"  read  "page  26." 

Notice  to  Mariners. — Notice  to  Mariners  is  published  by  the  Hy- 
drographic  Office  and  will  be  mailed  free  on  application  to  The  Hy- 
drographer,  Navy  Department,  Washington,  D.  C,  or  through  any 
Branch  Hydrographic  Office,  District  Office  of  the  Coast  and  Geodetic 
Survey,  or  District  Office  of  the  Coast  Guard.  Small  boat  owners 
and  operators  whose  navigation  is  limited  to  certain  areas  and  who 
do  not  require  the  complete  notice  are  requested  to  apply  to  the  nearest 
District  Coast  Guard  Officer  to  be  placed  on  his  mailing  list  for  Local 
Notice  to  Mariners. 

Pages  10  and  11 

Certain  Other  Special  Buoys,  line  5. — Strike  out  paragraph  after 
"surveyed."  Some  of  these  buoys  have  quick  flashing  lights  which  are 
visible  1  to  2  miles. 

Page  15* 

MARINE  INSPECTION  AND  NAVIGATION.— The  functions 
of  this  Bureau  have  been  transferred  to  the  Bureau  of  Customs  under 
the  direction  and  supervision  of  the  Secretary  of  the  Treasury  and  to 
the  United  States  Coast  Guard  under  the  direction  and  supervision  of 
the  Secretary  of  the  Navy. 

Those  functions  of  the  Bureau  of  Marine  Inspection  and  Navigation 
pertaining  to  registry,  enrollment,  and  licensing  of  vessels,  includ- 
ing the  issuance  of  commissions  to  yachts,  and  the  preparation  of 
all  reports  and  papers  in  connection  therewith ;  measurement  of  ves- 
els,  administration  of  tonnage  duties,  collection  of  tolls ;  entrance  and 
clearance  of  vessels,  regulation  of  vessels  in  the  coasting  and  fishing 
trades,  limitation  of  use  of  foreign  vessels  in  waters  under  the  juris- 
diction of  the  United  States;  recording  of  sales,  conveyances  and 
mortgages  of  vessels;  protection  of  steerage  passengers;  and  other 
functions  that  pertain  thereto,  have  been  transferred  to  the  Bureau  of 
Customs. 

Those  functions  of  the  Bureau  of  Marine  Inspection  and  Naviga- 
tion pertaining  to  the  approval  of  plans  for  the  construction,  repair, 
and  alteration  of  vessels;  approval  of  materials;  classification  of  ves- 
sels; inspection  of  vessels  and  equipment;  issuance  of  certificates  of 
inspection;  administration  of  load  line  requirements;  safety  of  life 


and  property  on  vessels;  licensinf^  of  officers,  pilots,  and  seamen; 
suspension  of  licenses ;  investigation  of  marine  casualties ;  citizenship 
requirements  of  crew;  muster  and  drilling  of  crew;  control  of  log 
books;  shipment,  discharge,  protection  and  welfare  of  merchant  sea- 
men; enforcement  of  duties  of  shipowners  and  officers  after  acci- 
dents; promulgation  and  enforcement  of  rules  for  lights,  signals, 
speed,  steering,  sailing,  passing,  anchorage,  movement,  and  towlines 
of  vessels  and  lights  and  signals  on  bridges;  numbering  of  undocu- 
mented vessels ;  operation  of  motorboats,  licensing  of  motorboat  oper- 
ators; regulation  of  regattas  and  marine  parades;  and  all  other  func- 
tions of  this  Bureau  not  transferred  to  the  Bureau  of  Customs,  have 
been  transferred  to  the  United  States  Coast  Guard. 

Page  23 

Caution. — ^Directional  radiobeacons  which  transmit  radio  waves 
in  beams  along  fixed  bearings  are  sometimes  called  radio  ranges. 
These  beacons  are  used  to  guide  aircraft,  but  are  not  at  the  present 
time  suitable  for  use  b}^  surface  craft  clue  to  the  relatively  wide  sector 
covered  by  the  beams. 

Page  31* 

STORM  WARNINGS.— For  the  duration  of  the  war,  the  follow- 
ing signals  will  be  used  by  the  United  States  Weather  Bureau : 

One  red  pennant:  Warning  to  small  craft. 

Two  red  pennants:  Storm  warning  without  direction. 

Tioo  square  red  -flags  %mtli  hlack  centers:  Hurricane. 

Storm  warning  lights  will  not  be  displayed.  Flag  signals  will  re- 
main hoisted  during  the  period  of  display,  that  is,  they  will  not  be 
taken  down  because  of  darkness. 

Page  35 

Intracoastal  Waterways. — The  pamphlet  is  now  in  two  parts, 
'The  Atlantic  Intracoastal  Waterway"  and  ''The  Gulf  Intracoastal 
Waterway." 

Page  44 

Position  8.— For  "30°"  read  "210°". 

Page  45* 

Table  4,  Position  7. — Cornfield  Lighted  Whistle  Buoj^  has  been 
discontinued. 

Page  46* 

Table  4,  Position  8.— Plum  Island  Lighted  Bell  Buoy  No.  lA 

has  been  discontinued.  Little  Gull  Island  Light  bears  101'^,  distant 
3.1  miles. 

Table  4,  Position  12  and  Table  5,  Position  4.— For  "Lighted  Gong 
Buoy''  read  "Buoy." 

Page  51 

Lnies  4  and  44. — The  two  trial  courses  between  Race  Point  and 
Long  Point  are  the  outer  and  inner  Naval  standardization  courses  for 


submarines  which  may  be  operating  submerged  while  making  trials 
in  the  Provincetown  Area. 

Shipping  should  keep  a  good  lookout  for  periscopes  and  avoid  as 
far  as  possible  navigation  along  or  across  the  measured  mile  courses. 

Page  53* 

Line  10.— There  is  a  bell  buoy  7,200  yards  161°  true  from  the  light. 

Page  54* 

Line  8.— For  "1939"  read  "1942". 

Line  30. — Monomoy  Coast  Guard  Station  is  inactive. 

Page  55 

Line  41. — The  lightship  has  been  temporarily  withdrawn  from 
station  and  replaced  by  a  red  lighted  whistle  buoy  lettered  PR. 

Page  56 

Line  3.— For  "black  hull"  read  "red  hull". 

Page  57 

Line  1. — The  lightship  has  been  temporarily  withdrawn  from  sta- 
tion and  replaced  by  a  red  lighted  whistle  buoy  lettered  "NS". 

Line  5. — The  deck  houses  are  painted  white  and  all  remaining 
upper  works  painted  buff. 

Page  59* 

Line  10. — The  hull  of  the  lightship  is  now  red.  The  superstructure 
is  white.  The  smokestack,  ventilators,  single  mast,  and  lantern  gallery 
are  painted  buff. 

Line  26. — In  April  1941,  the  controlling  depth  in  the  cut  was  30  feet 
(9.1  m.)  except  along  the  edges  where  the  controlling  depth  w^as  20 
feet  (6.1  m.).  In  July  1940,  a  shoal  with  a  least  depth  of  18  feet 
(5.5  m.)  was  located  on  the  southerly  side  of  the  channel,  3,840  yards 
109°  from  Old  Towner  on  Monomoy  Island. 

Page  61 

Line  10.— Strike  out  "Light". 

Page  65 

Line  41. — In  May  1940,  the  controlling  depth  in  the  dredged  chan- 
nel across  the  bars  was  414  feet  (1.4  m.). 

Page  66* 

Line  14. — Strike  out  rest  of  sentence  after  "jetty". 

Line  23.— For  "45  feet"  read  "70  feet". 

Line  24.— For  "20  tons"  read  "30  tons". 

Line  30. — Allen  Harbor  has  filled  in. 

Line  53. — Bass  River  to  Centerville  Harbor  is  shown  on  Chart  258. 
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Page  67* 
Line  31. — For  "lighthouse"  read  "former  lighthouse". 

Line  36.— For  "4  feet  (1.2  m.)"  read  "5  feet  (1.5  m.) ". 

Line  37.— For  "Lighthouse"  read  "Tower". 

Lines  40  and  41. — The  light  has  been  discontinued.     The  tower 
remains. 

Line  49.— For  "12  feet  (3.7  m.)"  read  "15  feet  (4.6  m.)". 

Footnote.— For  "247"  read  "258". 

Page  68* 

Line  4.— For  "(Chart  247) "  read  " (Chart  258) ". 

Line  30. — Li  1942,  the  controlling  depth  was  6  feet  (1.8  m.). 

Line  36.— For  "three"  read  "two". 

Line  39.— For  "50"  read  "30". 

Line  47. — Strike  out  "mag". 

Page  69* 

Line  18.— For  "(Chart  247)"  read  "(Chart  258)". 

Line  35.— For  "6  feet"  read  "5  feet". 

Line  36.— For  "1.8  m."  read  "1.5  m.". 

Line  38.— For  "4  feet"  read  "5  feet". 

Line  39.— For  "1.2  m."  and  "4  feet"  read  "1.5  m."  and  "5  feet". 

Line  40.— For  "1.8  m."  read  "1.5  m.". 

Page  70* 

Line  29.— For  "14  feet"  read  "33  feet". 

Page  71* 

Line  40. — For  "several"  read  "three". 

Line  41.— For  "40  tons"  read  "150  tons". 

Page  73* 

Line  11. — For  "gong  buoy  with  reflector"  read  "lighted  buoy". 

Line  25. — For  "two  buoys"  read  "a  lighted  buoy  and  a  gong  buoy". 

Line  33. — For  "black  can  buoy"  read  "lighted  buoy". 

Line  36. — For  "of  a  red  buoy  with  a  reflector"  read  "by  a  lighted 
buoy". 
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Page  75* 

Line  7.— For  ''bell  buoy  with  reflector"  read  "lighted  buoy  . 

Line  11.— For  "black"  read  "lighted". 

Line  17.— For  "black  can"  read  "lighted". 

Lines  20  and  21.— For  "buoy  with  reflectors"  read  "lighted  buoy". 

Line  28.— For  "red"  read  "lighted". 

Page  79* 

Line  20.— In  April  1941,  the  controlling  depth  in  the  channel  w^as 
15  feet  (4.6  m.). 

Page  81 

,  Line  55. — For  "black  buoy"  read  "black  buoys  on  the  western  side  of 
Middle  Ground  Shoal".    The  banded  buoy  has  been  discontinued. 

Page  90* 

Line  11.— For  "whistle"  read  "bell". 

Line  21. — The  lighted  gong  buoy  has  been  discontinued. 

Line  24. — Add  :  "It  is  marked  ofi'  its  western  side  by  a  buoy." 

Line  29. — Strike  out  "lighted  gong".     • 

Line  35.— Strike  out  "lighted  bell". 

Line  39.— For  "black"  read  "red". 

Page  91 

Lines  18  and  19. — These  buoys  have  been  discontinued. 

Page  95* 

Line  19. — Vessels  of  not  more  than  65  feet  in  length  when  at  anchor 
are  not  required  to  carrj^  or  exhibit  anchor  lights  in  the  basin. 

Page  97* 

Lines  5'  and  6. — The  general  depth  in  the  harbor  proper  is  7  feet 
(2.1  m.).  The  southern  part  has  shoaled  some.  Between  Hog  Island 
and  a  rocky  point  it  has  been  reported  to  have  shoaled  to  about  2 
feet  (0.6  m.). 

Line  3G. — After  "Hog  Island  Channel"  strike  out  remainder  of  para- 
graph and  lines  41  and  42  and  substitute  :  "at  Hog  Neck.  Due  to  strong 
currents  the  buoys  at  the  entrance  of  this  channel  may  be  towecl 
under.". 

Pace  100* 

Line  63. — All  United  States  vessels  of  100  gross  tons  or  over  and  all 
foreign  vessels  are  required  to  have  on  board  an  accredited  pilot  ap- 
proved by  the  Captain  of  the  Port. 


Page  101* 

Lines  14  to  19. — In  May  1942,  the  controlling  depths  were  as  follows : 
Canal  30  feet  (9.1  m.)  ;  east  mooring  basin  20  feet  (6.  1  m.)  ;  west 
mooring  basin  21  to  32  feet  (6.4  to  9.8  m.). 

Page  104* 

Line  51.— For  "buoy"  read  "bell  buoy". 

Page  105* 

Line  4. — For  "buoy"  read  "lighted  buoy". 

Line  5. — A  light  has  been  constructed  on  the  south  side  of  Cleveland 
East  Ledge.  A  boulder  with  a  least  depth  of  27  feet  (8.2  m.)  has  been 
located  1,380  yards  223°  from  Cleveland  Ledge  Light.  There  is  a 
lighted  buoy  about  67  yards  northwest  of  the  boulder. 

Page  109* 

Lines  3  to  5. — In  June  1940,  the  controlling  depth  in  midchannel 
to  abreast  Palmer  Island  Light  was  30  feet  (9.1  m.).  Between  the 
light  and  the  bridge  the  controlling  depth  in  the  dredged  channsl  was 
26^ feet  (8.5  m.)  in  March  1941,  except  for  a  depth  of  24  feet  (7.3  m.) 
at  a  point  30  yards  344°  from  tlie  light.  A  depth  of  28  feet  (8.5'  m.) 
was  available  from  Palmer  Island  Light  to  New  Bedford.  The  con- 
trolling depth  in  the  turning  basin  was  25  feet  (7.6  m.)  in  March  1941. 

Page  114 

Line  32. — The  red  sector  of  the  light  has  been  discontinued.  Line 
34.— For  "reed  horn"  read  '^bell". 

Page  118 

Line  21. — Due  to  obstructions  in  East  Passage  all  shipping  is  warned 
not  to  pass  bej^ond  Castle  Hill  Lighthouse  in  entering,  or  beyond  Rose 
Island  in  leaving,  without  receiving  directions  for  the  safe  passage 
through  the  obstructions  from  the  patiol  vessel  in  the  vicinity.  The 
patrol  vessel  msij  be  either  a  U.  S.  Naval  or  a  U.  S.  Coast  Guard 
vessel. 

Page  121* 

Line  21. — Strike  out  "From  December  15  to  March  15,". 

Lines  36  to  41  inclusive. — Strike  out  these  lines  and  substitute : 

The  Danger  Zones. — Within  the  area  soutli  and  west  of  Prudence  Island  north 
of  a  line  bearing  90°  (true)  from  the  eastern  end  of  Old  Ferry  Road,  Conanicut 
Island;  west  of  Prudence  Island  and  of  a  line  bearing  l'i\^°  (true)  passing 
tangent  to  the  east  shore  of  Gould  Island  and  ranging  througli  the  spindle  on 
Halfway  Rock  to  the  south  end  of  Prudence  Island ;  south  of  Patience  Island ; 
and  east  of  a  line  bearing  177°  (true)  from  Northwest  Point,  Patience  Island, 
tangent  to  the  eastern  shore  of  Conanicut  Island. 

Line  42. — Strike  out  "During  the  period  from  March  15  to  December 
31,". 

Line  43.— For  "9"  read  "7 :  30". 

Line  44. — Strike  out  "Saturday,". 

Line  48.— Strike  out  "From  March  15  to  December  31". 
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Page  122* 

Lines  14  to  19. — Strike  out  these  lines  and  substitute :  "Eight  white 
torpedo  range  bell  buoys  have  been  established  off  the  Rhode  Island 
seacoast,  in  an  approximately  southerly  direction  from  a  point  4,500 
yards  180°  true  from  Beavertail  Lighthouse.  The  distance  from  buoy 
A  to  buoy  H  is  about  8.2  miles.  Mariners  are  requested  to  keep  clear 
of  the  range  and  in  approaching  the  examination  area  from  the  south- 
west, vessels  should  pass  to  the  westward  and  northward  of  Torpedo 
Range  Bell  Buoy  H". 

Page  123* 

Line  14. — Obstructions  have  been  established  within  an  area  bounded 
by  lines  drawn  from  the  bell  buoy  westerly  to  a  point  on  shore  500 
yards  south  of  Sheep  Point  and  northerly  to  the  shore  at  Sachuest 
iPoint. 

Page  125 

Line  43. — See  supplement  to  page  118,  line  21. 

Page  126 

Line  14. — ^A  Naval  Experimental  Area  lies  to  the  westward  of  Gould 
Island.  Unauthorized  vessels  are  warned  not  to  navigate  in  this  area, 
the  limits  of  which  are  shown  on  Chart  236. 

Line  46. — See  supplement  to  page  118,  line  21. 

Page  127* 

Line  26. — The  light  is  obscured  in  the  sector  from  305°  to  15°. 

Line  39. — In  this  area  the  requirements  of  the  naval  service  will 
predominate  from  May  1  to  October  1,  but  will  at  all  times  be  subject 
to  such  adjustment  as  may  be  necessary  to  accommodate  all  classes  of 
vessels  that  may  require  anchorage  room. 

Line  47. — In  April  1942,  the  controlling  depths  were :  20  feet  (6.1 
m.)  in  the  21-foot  channel;  17  feet  (5.2  m.)  in  the  18-foot  anchorage 
area;  and  12.5  feet  (3.8  m.)  in  the  13-foot  anchorage  area. 

Page  129* 
Line  43. — See  supplement  to  page  118,  line  21. 

Page  131 

Line  36. — Add  the  following :  "A  rectangular  area,  with  heavy  con- 
struction therein,  lies  on  the  easterly  side  of  Halfway  Rock.  Fiske 
Rock  buoy  is  on  the  northwesterly  corner.  Unauthorized  vessels  are 
warned  to  keep  well  clear  of  this  area,  the  limits  of  which  are  shown 
on  Chart  236.". 

Page  133 

Line  18. — Strike  out  "for  the  prominent  white  church  spire  in 
Bristol,". 
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Page  134* 

Line  13. — See  supplement  to  page  118,  line  21. 

Lines  33,  34,  36,  37, 40,  44. — Brenton  Reef  Lightship  has  been  moved 
500  yards,  180°.    For  "0.4  mile  southeast  (135°)"  read  "0.3  mile,  97°". 

Page  135 

Lines  33  to  36. — In  June  1940,  the  controlling  depths  were :  Entrance 
channel  nearly  30  feet  (9.1  m.  j  to  the  lower  wharves  and  thence  29  feet 
(8.8  m.)  to  Slades  Ferry  Bridge;  above  the  bridge  30  feet  (9.1  m.) 
except  at  the  edges. 

Page  136 
Line  8.— For  "1933"  read  "June  1940". 

Page  138 
Line  20. — The  four  buoys  have  been  discontinued. 

Page  142 

•  Lines  27  to  41  inclusive. — Plum  Beach  light  and  fog  signal  have  been 
discontinued.  The  tower  remains.  A  fog  signal  (electric  siren)  is 
located  on  the  bridge,  which  has  been  completed. 

Page  143* 

Lines  36  and  37. — Strike  out  both  lines.  The  rock  and  the  light  have 
been  removed. 

Line  38. — For  "northward  from  White  Rock  beacon"  read  "south- 
ward about  400  yards  from  Flat  Rock". 

Page  147 

Line  13.— For  "Rock  Lighthouse"  read  "Rock  Light". 

Lines  25  and  28. — For  "Lighthouse"  read  "former  lighthouse". 

Line  30. — Add  the  following :  "This  course  leads  across  a  new  marked 
channel  between  Eastern  Passage  and  Quonset  Point.  The  channel  is 
about  1,000  feet  wide  and  35  feet  (10.7  m.)  in  depth.". 

Page  148* 

Line  24. — In  September  1941,  the  controlling  depth  in  the  channel 
from  deep  water  in  Narragansett  Bay  to  Sabin  Point  Lighthouse  was 
32  feet  (9.8  m.).  In  June  1940,  the  controlling  depth  from  Sabin 
Point  Lighthouse  was  32  feet  (9.8  m.). 

Page  151 

Line  50.— A  depth  of  14  feet  (4.3  m.)  at  MLW  has  been  located  105 
feet  south  of  the  draw  opening  in  the  highwav  bridge  above  India 
Point. 

Page  154* 

Line.32. — There  are  four  new  buoys  about  41^  miles,  302°  true,  from 
Block  Island  North  Lighthouse.  Vessels  are  warned  to  keep  clear 
of  this  vicinity. 
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Page  156 

Line  27. — In  June  1941.  the  controlling  depth  was  14  feet  (4.3  m.). 

Page  163* 

Line  27.— For  "page  — ."  rea'd  "page  193". 

Line  34. — Add  the  following:  "There  is  a  lighted  bell  buoy  about 
550  yards  northeast  of  Valiant  Rock  and  a  lighted  whistle  buoy  about 
575  yards  southwest.'' 

Line  43. — An  unwatched  light  and  fog  signal  are  now  at  the  end 
of  the  whai-f.    The  fog  signal  is  a  bell. 

Page  164* 

Line  42. — Li  February-  1943.  a  shoal  was  reported  about  100  feet 
wide  with  a  depth  of  water  of  less  than  12  feet  (3.7  m.)  extending^ 
about  400  feet  280°  from  East  Jetty  Light.  Vessels  drawing  more 
than  12  feet  (3.7  m.)  should  pass  westward  of  this  shoal. 

Line  46. — A  controlling  depth  of  8  feet  (2.4  m.)  in  the  entrance  was 
reported  in  1941. 

Page  165 

Line  25. — A  wharf  is  under  construction  at  the  north  end  of  Star 
Island. 

Page  166 

Line  8. — Add  "A  radiobeacon  has  been  established  and  synchro- 
nized with  the  sound  signal  for  distance  finding." 

Page  167 

Line  30. — There  is  now  a  light  on  the  outer  end  of  each  jetty. 

Page  170 

Line  13. — There  is  a  white  experimental  buoy  1.8  miles  west  of 
Crow  Head. 

Page  172 

Line  36. — The  bar  has  extended  southward  far  enough  to  become 
a  real  danger  to  small  boats.  It  is  reported  that  Long  Beach  Bar 
Lighthouse  is  now  northwestward  of  the  other  end  of  the  bar. 

Page  177 

Line  5.— For  "1939"  read  "1940". 

Page  180 

Lines  29  to  34. — The  lighted  buoy  and  range  have  been  discontinued. 

Page  183 

Line  27. — For  "bell."  read  "air  diaphragm  horn.". 

Line  51. — For  "black  buoy"  read  "lighted  buoy". 
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Page  186* 

Line  10. — In  August  1942,  the  controlling  depth  was  6  feet  (1.8  m.) 
from  Major  Island  to  Westerly. 

Page  188         ^ 

Line  37. — For  "lighted  bell"  read  "lighted  gong". 

Page  189* 

Line  33. — In  June  1941,  the  controlling  depth  between  Willow  Point 
and  the  first  bridge  was  about  12  feet  (3.6  m.). 

Page  191 

Line  39.— For  "north"  read  "south". 

Page  192 

Lines  36  and  40.— For  "lighted  bell"  read  "lighted  gong". 

Page  198* 

Line  12.— For  "June  1939"  read  "December  1942". 

Line  13. — A  shoal,  with  a  least  depth  of  4  feet  (1.2  m.),  has  made 
out  from  the  east  bank  to  about  75  yards  off  the  edge  of  the  channel 
opposite  the  lower  channel  to  Shaws  Cove. 

Page  200 

Line  49. — Add :  "The  bridges  will  not  be  opened  from  Monday  to 
Friday,  inclusive,  in  each  week,  between  6 :  45  a.  m.  and  7 :  45  a.  m.,  and 
between  3 :  30  p.  m.  and  4 :  30  p.  m.  Vessels  of  the  United  States  Army, 
Navy,  or  Coast  Guard  Services  may  request  opening  of  the  draws 
during  the  above  periods,  in  event  of  emergency  or  other  extraordinary 
circumstances." 

Page  203 

Lines  14  to  20. — In  1941,  the  channel  was  completed  from  Cow  Point 
to  turning  basin  at  Norwich  and  had  depths  of  22  to  25  feet  (6.7  m.  to 
7.3  m.). 

Page  207 

Line  27. — In  October  1941,  the  controlling  depths  across  the  bars 
just  below  Middletown  to  the  Upper  Glastonbury  Bar  was  15  feet 
(4.6  m.). 

Page  208* 

Line  9. — In  1942,  controlling  depths  were:  13  feet  (3.9  m.)  in  the 
entrance  channel ;  12i/^  feet  (3.8  m.)  in  the  bar  channel  north  of  Wilcox 
Island;  and  13  feet  (3.9  m.)  in  Dividend  Bar  Channel. 

Page  212 

Line  38. — This  buoy  is  replaced  by  an  unlighted  buoy,  from  Novem- 
ber 15  to  May  1. 
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Page  213* 

Line  15, — The  shoal  on  the  east  side  of  the  river  opposite  Mill  Creek 
at  Higganum  has  extended  westward. 

Line  34.— For  "Willow"  read  "Wilcox", 

Page  214* 

Line  11. — Shoaling  has  taken  place  in  the  western  half  of  the  im- 
proved channel,  about  300  j^ards  above  Colt  Pier  light.  In  August 
1941,  there  was  a  controlling  depth  of  15  feet  in  the  eastern  half  of  the 
improved  channel. 

Lines  38  and  39. — Strike  out  "and  a  lighted  whistle  buoy". 

Page  221 

Line  4. — There  is  a  privately  maintained  light  on  Guilford  Point 
during  the  summer  season. 

Page  222 

Line  23. — A  light  is  privately  maintained  on  the  end  of  the  break- 
water during  the  summer  season. 

Page  226 
Line  17. — In  August  1940  the  controlling  depth  was  10  feet  (3.0  m.). 

Line  38. — In  August  1940  the  controlling  depth  was  5'  feet  (1.5  m.). 

Line  44. — The  breakwater  light  serves  as  the  front  light  of  a  range, 
privately  maintained  from  May  15  to  November  15.  To  enter  the 
channel  leading  to  the  quarry  wharf  near  Juniper  Point,  follow  this 
range  until  about  250  yards  past  the  buoy  mentioned  in  line  14. 

Page  233 

Lines  11  and  12. — In  July  1941,  the  controlling  depths  were  10  feet 
(3.0  m.)  in  the  west  branch  and  4i/^  feet  (1.4  m.)  in  the  east  branch. 
There  is  shoaling  on  the  south  side  of  the  entrance  to  the  west  branch. 

Line  40. — In  1941,  there  was  a  controlling  depth,  of  18  feet  (5.4  m.) 
in  the  improved  channel  between  Tomlinson  Bridge  and  Ferry  Street 
Bridge. 

Page  237* 

Lines  6  and  16.— Strike  out  "lighted". 

Page  239 

Line  6, — In  January  1942,  the  same  controlling  depth  obtained. 

Page  241 

Line  6.— For  "1939",  "7  feet  (2.1  m)"  read  "1940",  "71/2  feet  (2.3 
m.)". 

Page  243 

Line  39,— For  "1939"  read  "1940". 
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Page  246 

Line  9. — In  January  1942,  the  controlling  depth  was  18  feet  (5.5  m.) 
in  the  anchorage  basin. 

Page  260 

Line  40. — For  "lighted  buoy"  read  "buoy". 

Page  262 

Line  39. — Two  breakwaters  have  been  constructed  at  the  entrance 
to  the  harbor.  The  entrance  between  the  two  breakwaters  is  marked 
by  a  light  on  the  end  of  each  breakwater.  A  fog  signal,  bell,  is  at 
the  eastern  end  of  the  west  breakwater. 

Page  263 

Lines  4  to  9. — In  1940,  the  project  depth  of  15  feet  (4.6  m.)  obtained 
in  the  channel  to  the  junction  of  the  branches.  In  December  1940, 
an  18-foot  (5.5  m.)  deep  anchorage  was  being  dredged  about  0.1  mile 
inside  the  entrance  on  the  western  side  of  the  improved  channel. 

Line  18. — In  1941,  the  controlling  depth  was  11  feet  (3.4  m.). 

Line  27. — In  1941,  the  controlling  depth  was  14  feet  (4.3  m.). 

Line  28. — In  1941,  the  controlling  depth  in  the  basin  was  14  feet 
(4.3  m.). 

Page  271* 

Line  1. — In  May  1941,  the  controlling  depths  were :  9i/^  feet  (2.9  m.) 
in  midchannel  from  deep  water  to  Fox  Island;  and  8  feet  (2.4  m.)  in 
the  turning  basin  except  for  a  4  foot  (1.2  m.)  shoal  at  the  north  end. 

Lines  12  and  13.— For  "12  feet  (3.7  m.)  in  September  1938"  read 
"91/2  feet  (2.9  m.)  in  May  1941." 

Page  273 

Lines  43  to  48. — In  May  1940,  the  controlling  depth  was  10  feet 
(3.0  m.)  in  the  main  channel  for  a  width  varying  from  100  to  30  feet 
from  Long  Island  Sound  to  the  East  Basin  anchorage  area,  where 
the  depth  was  9  feet  (2.7  m.). 

Page  274* 

Line  12. — For  "lighted  buoy"  read  "lighted  bell  buoy". 

Line  29.— For  "is"  read  "at". 

Page  276 

Line  51. — Vessels  should  not  anchor  near  the  sewer  outlet  in  the 
middle  of  the  bay.  The  outlet  is  about  1  mile  in  length  extending 
from  the  mud  flats  opposite  Beaufort  Point  to  the  black  buoy  north- 
ward of  Middle  Ground. 

Page  277 

Line  1. — In  April  1940,  the  controling  depth  in  the  entrance  channel 
and  turning  basin  was  9  feet  (2.7  m.). 


14 

Page  278 

Line  6. — Little  Pea  Island  has  been  renamed  Columbia  Island  and 
improved  by  a  sea  wall,  making  it  about  150  feet  square,  with  a  pier 
the  same  length  on  one  side.  A  broadcasting  station,  with  a  trans- 
mission tower  410  feet  (125.0  m.)  high  on  a  white  stucco  building, 
is  in  tlie  center  of  the  island. 

Page  279* 

Line  24. — Vessels  of  not  more  than  65  feet  in  length,  when  at  anchor, 
are  not  required  to  exhibit  anchor  lights  in  the  following  area:  Be- 
tween Glen  Island  and  Goose  Islands  breakwater,  northward  of  a 
line  extending  from  the  northwest  end  of  Goose  Islands  breakwater 
to  the  cupola  at  the  north  end  of  the  bathing  beach  on  Glen  Island. 

Line  36. — Vessels  of  not  more  than  65  feet  in  length,  when  at  anchor, 
are  not  required  to  exhibit  anchor  lights  in  the  following  area: 
Between  Hog  Island,  Travers  Island,  Neptune  Island  and  Glen  Island 
and  the  mainland  to  the  westward  of  a  line  extending  from  the  cupola 
at  the  southeast  extremity  of  Glen  Island  to  the  easternmost  extremity 
of  Hog  Island  and  to  the  northeastward  of  a  line  extending  from  the 
southwest  extremity  of  Hog  Island  to  the  southeast  corner  of  Travers 
Island :  Except,  that  no  vessel  shall  anchor  without  lights  within  25 
feet  of  the  50-foot  channel  west  and  south  of  Glen  Island. 

Page  280 
Line  44. — For  "two  gongs  sounding  alternately."  read  "a  gong.". 

Page  282* 

Line  23. — Special  anchorage  areas,  wherein  vessels  of  not  more 
than  65  feet  in  length  will  not  be  required  to  exhibit  anchor  lights, 
have  been  established  in  Eastchester  Bay.  See  latest  chart  for  loca- 
tions of  these  areas. 

Lines  25  to  29. — In  August  1941,  the  controlling  depth  was  8  feet 
(2.4  m.)  in  midchannel  to  the  head  of  the  improvement  near  East- 
chester. There  is  ledge  rock  in  the  channel  with  a  depth  of  7.5  feet 
(2.3  m.)  over  it,  located  240  feet  below  Pelham  Bridge  and  about  45 
feet  from  the  southern  edge  of  the  channel. 

Page  285 

Line  7. — A  bell  buoy,  marking  the  entrance  to  the  inlet,  is  about 
1  mile  north  of  the  jetty  light. 

Lines  8  to  13. — In  May  1940,  the  controlling  depth  was  7  feet  (2.1  m.) 
for  full  channel  width  from  the  entrance  to  the  bridge  at  Waterville, 
except  for  a  shoal  at  the  inner  end  of  the  east  jetty  where  the  control- 
ling depth  was  4  feet  (1.2  m.)  for  a  width  of  40  feet. 

Page  286* 

Line  30.— In  1940  there  was  no  depth  less  than  12  feet  (3.7  m.)  in 
the  channel  through  the  entrance. 

Line  32.— Strike  out  "other  lights".  Lines  33  and  34.— Strike  out 
sentence  after  "jetty". 

Line  40.— A  shoal  with  1  foot  (0.3  m.)  over  it  lies  460  yards  103° 
true  from  the  west  light. 
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Page  287 
Line  29. — The  chart  agency  has  been  discontinued. 

Page  292* 

Lines  44  to  46. — In  May  1941,  the  controlling  depth  was  8  feet 
(2.4  m.)  in  the  entrance  channel  and  turning  basin  thence  6  feet 
(1,8  m.)  in  the  anchorage  area. 

Page  294* 

Line  25. — A  privately  maintained  light  has  been  established  on  the 
north  jetty. 

Page  298* 

Line  9. — There  is  a  measured  mile  trial  course  marked  by  white 
buoys  of  Peacock  Point.  Each  end  is  also  marked  by  two  skeleton 
steel  towers.  Small  craft  should  keep  well  clear  while  vessels  are 
making  runs  on  this  course. 

Page  299* 

Lines  6  and  7. — In  March  1942,  the  controlling  depth  was  4  feet 
(1.2  m.)  over  a  least  width  of  40  feet. 

Page  300* 

Line  17. — For  "three"  read  "four".  A  lighted  gong  buoy  has  been 
established  about  350  yards  southeastward  from  the  lighthouse.  An 
obstruction  with  a  least  depth  of  28  feet  (8.5  m.)  has  been  reported 
150  to  200  feet  southeastward  of  this  buoy. 

Page  301* 

Line  9. — There  are  3  special  anchorage  areas  wherein  vessels  of  not 
more  than  65  feet  in  length,  when  at  anchor,  are  not  required  to  ex- 
hibit anchor  lights  as  follows : 

(1)  Northward  of  latitude  40°49'06" ;  eastward  of  a  line  ranging  346°  true 
from  the  flagpole  on  the  end  of  the  Whitney  Dock  at  Plandome  to  the  flagpole  on 

the  Columbia  Yacht  Club  pier  at  Manorhaven ;  and  southward  of  a  line  (latitude 
40°49'21")  ranging  due  east  to  the  flagpole  on  the  dock  of  the  Port  Washington 

Yacht  Club. 

(2)  Northward  of  a  line  (latitude  40°49'28")  ranging  due  west  from  the 
southwest  corner  of  the  boat  sheds  on  the  Purdy  Boat  Company  pier  at  Port 
Washington ;  eastward  of  a  line  ranging  346°  true  from  the  flagpole  on  the  end 
of  the  Whitney  Dock  at  Plandome  to  the  flagpole  on  the  pier  of  the  Columbia 
Yacht  Club  at  Manorhaven ;  southeastward  of  a  line  ranging  53°  true  to  the 
cupola  of  the  old  Sands  Point  schoolhouse  at  Port  Washington ;  and  southward 
of  a  line  (latitude  40°49'51")  ranging  due  east  to  the  weather  vane  of  the  Port 
Washington  Junior  High  School :  Except,  that  no  vessel  shall  anchor  without 
lights  within  100  feet  of  the  buoyed  east-west  channel  leading  to  the  town  dock 
at  Port  Washington  and  to  Mill  Pond. 

(3)  Westward  of  a  line  (longitude  73°42'53")  ranging  due  south  from  the 
end  of  the  Town  of  North  Hampstead  pier  at  Manorhaven ;  northward  of  a  line 
ranging  233°  true  from  the  intersection  between  the  shore  and  the  northerly  line 
of  Corchang  Avenue  (extended)  on  Tom  Point  to  Black  Can  Buoy  No.  3 ;  and  east- 
ward of  a  line  (longitude  73°43'11")  ranging  due  north  to  the  west  wall  of  the 
locker  house  on  the  Copp  Estate  at  Manorhaven. 

Line  36. — There  is  a  buoy  and  a  lighted  bell  buoy  about  250  yards 
northwest  of  Stepping  Stones  Light. 
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Page  303 

Line  38. — Strike  out  Amagansett. 

Page  304 

Line  8. — The  lightship  and  station  buoy  have  been  temporarily 
discontinued. 

Line  10. — The  superstructure  is  white  and  the  smokestack,  ventila- 
tors, masts  and  lantern  galleries  are  buff. 

Page  305* 

Line  34. — Shinnecock  inlet  is  now  marked  by  lights. 

Page  307* 

Line  24. — Lights  have  been  established  at  the  inlet. 

Line  28. — Arasconk  Creek  to  the  westward  is  used  as  a  harbor  by 
yachtsmen. 

Page  308* 

Line  37. — For  "bell"  read  "lighted".  A  vertical  striped  bell  buoy 
is  about  350  yards  south-southwest  of  this  lighted  fairway  buoy. 

Line  38. — A  breakwater  with  a  light  and  fog  signal  on  the  outer 
end  extends  southward  from  Democrat  Point.  The  fog  signal  is  a 
horn. 

Page  311 

Lines  32  to  36. — In  May  1940,  the  controlling  depths  were :  From 
the  entrance  in  Great  South  Bay  to  1,600  feet  south  of  the  Sayville 
Highway  Bridge  2.5  feet  (0.8  m.)  through  a  channel  45  to  100  feet 
wide ;  thence  1  foot  (0.3  m.)  to  the  head  of  navigation. 

Page  312* 

Line  21. — For  "maintained"  read  "privately  maintained".  Strike 
out  "by  the  town". 

Page  315* 

Lines  6,  18,  and  21.— For  ''I^IiUburn"  read  "Baldwin". 

Page  321* 

Line  30. — A  shoal  with  a  least  depth  of  10  feet  (3.0  m.)  has  been 
reported  about '%  i^^ilc  west  of  the  inner  end  of  the  jetty. 

Page  323 

Line  12.— For  "page ,"  read  "page  324,". 

Page  328* 

Line  38. — A  brick  chimney  700  yards  294°  true  from  the  light  is 
the  highest  object  on  Throgs  Neck. 

Line  41.— For  "bell"  read  "lighted  bell". 
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Page  330* 

Line  1. — For  "black  buoy"  read  "light  on  a  post.". 

Lines  28  to  39. — In  May  19-11,  the  controlling  depths  in  midchannei 
were:  lOi/^  feet  (3.3  m.)  from  East  River  to  300  feet  south  of  Ran- 
dall Avenue;  thence  9  feet  (2.7  m.)  to  the  turning  basin  above  East- 
ern Boulevard;  thence  61/2  feet  (2.0  m.)  to  East  Tremont  Avenue.  In 
the  turning  basin  near  East  Tremont  Avenue  the  controlling  depth 
was  9  feet  (2.7  m.)  and  in  the  turning  basin  above  Eastern  Boulevard 
it  was  71/2  feet  (2.2  m.). 

Page  332 

Line  25. — In  April  1940,  the  controlling  depth  to  Willets  Point 
Boulevard  Bridge  was  12  feet  (3.7  m.)  for  a  width  of  150  to  200  feet. 

Page  333 

Table  of  Drawhridgcs. — Roosevelt  Avenue,  vertical  clearance  is 
21.7  feet. 

Page  335* 

Line  16. — There  is  a  light  and  fog  bell  on  a  black  skeleton  tow.er  north 
of  South  Brother  Island. 

Line  26. — There  is  a  fog  bell  at  the  light.  • 

Page  336* 

The  following  is  proposed  but  not  yet  in  operation. 

Line  22. — A  traffic  caution  area  with  traffic  lights  and  mechanical 
megaphones  extends  from  the  southeast  end  of  Blackswells  Island  to 
the  east  end  of  North  Brother  Island.  The  control  tower  is  located  on 
the  Triborough  Bridge,  260  yards  320°  from  Negro  Point  Light.  A 
system  of  warning  lights  are  exhibited  from  the  control  tower  and 
from  the  center  span  of  the  Hell  Gate  Railroad  Bridge.  Mechanical 
megaphones  are  operated  from  the  control  tower  and  on  patrol  boats 
in  the  vicinity  of  North  Brother  Island  and  the  south  end  of  Blacks- 
wells  Island  for  the  purpose  of  broadcasting  information. 

THE  WARNING  LIGHTS 

Red,  Quick  Flashing  Lif/ht.  Proceed  with  caution.  Vessel  or  vessels  are  ap- 
proaching from  opposite  direction. 

Green,  Quick  Flushimi  Light.  Channel  is  clear.  No  trafSc  approaching  from 
opposite  direction.     Vessels  so  warned  may  proceed  and  maintain  speed. 

Three  Red  Quick  Fhixhing  Lights,  exhibited  in  triangular  formation.  Chan- 
nel is  dangerous  to  navigation. 

These  lights  are  warning  lights  only  and  should  not  be  construed  as  naviga- 
tional orders. 

Line  38. — Strike  out  "outside  the  buoy  which  marks  it,". 
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Page  337* 

Lines  16  to  20. — In  May  1941,  the  controlling  depths  were :  In  the 
main  channel  191/2  feet  (6.0  m.)  from  the  entrance  to  150  feet  north  of 
Maspeth  Avenue  and  20  feet  (6.1  m)  in  the  turning  basin. 

Line  21. — In  June  1940,  the  controlling  depth  in  Dutch  Kills  was 
81/2  feet  (2.5  m.). 

Lines  23  and  24. — In  October  1938,  the  controllii^g  depth  in  Maspeth 
Creek  was  11  feet  (3.4  m.) . 

Lines  29  to  32. — In  1941,  the  controlling  depths  in  English  Kills 
were:  7  feet  (2.1  m.)  to  Metropolitan  Avenue;  and  thence  to  80  feet 
north  of  Montrose  Avenue  the  depth  was  6  feet  (1.8  m.) . 

Page  340 

Line  46.— For  "1939  is  14  feet  (4.2  m.)"  read  "1940  is  15  feet 
(4.8  m.)". 

Page  344 

Line  34. — The  masts  and  grating  have  been  painted  buff. 

Line  44. — The  lightship  has  been  temporarily  withdrawn  from 
station  and  replaced  by  a  lighted  bell  buoy  painted  with  black  and 
white  vertical  stripes. 

Line  45. — The  masts  and  lantern  gallery  have  been  painted  buff. 

Line  51. — This  station  has  been  discontinued. 

Page  346* 

Line  41. — An  obstruction  has  been  reported  about  1.6  miles  290° 
from  Sandy  Hook  Light. 

Page  349 

Line  9. — In  October  1939,  the  controlling  depth  was  20  feet  (6.1  m.) 
for  full  project  width. 

Page  350* 

Line  15. — A  shoal  with  a  least  depth  of  10  feet  (3  m.)  has  been 
reported  250  yards  112°  from  Fort  Lafayette  Light. 

Page  351* 

Lines  13  to  17. — In  July  1942,  the  controlling  depths  were :  40  feet 
(12.2  m.)  from  deep  water  in  the  Narrows  to  56th  Street,  Brooklyn; 
thence  34i/^  feet  (10.5  m.)  to  Gowanus  Bay. 

Line  22.— In  May  1942,  the  controlling  depth  was  3O1/2  feet  (9.2  m.) 
in  the  west  half  of  the  channel  and  231/2  feet  (7.2  m.)  in  the  east  half. 

Line  35. — In  January  1940,  the  controlling  depth  for  full  channel 
width  was  25  feet  (7.6  m.)  from  the  entrance  to  Percival  Street  thence 
18  feet  (5.5  m.)  to  the  Hamilton  Avenue  Bridge. 
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Page  357* 

Line  26. — The  aids  have  been  established  for  the  37-foot  channel 
north  of  Shooters  Island. 

Line  28.— For  "22  feet  (6.7  m.)  in  1939"  read  "33  feet  (10.0  m.)  in 
1940."    The  dredging  has  been  completed. 

Line  40. — In  October  1942,  the  controlling  depth  at  Bayonne  Ter- 
minal was  14  feet  (4.3  m.)  in  the  improved  channel  on  the  northerly 
side.  Shoaling  has  taken  place  in  the  improved  channel  on  the 
southerly  side  with  a  least  depth  of  31  feet  (9.4  m.)  located  430  yards 
289°  from  the  southern  corner  of  the  terminal  pier. 

Page  358* 
Line  25.— For  "June  1932"  read  "May  1940". 

Line  34. — In  January,  1922,  the  controlling  depth  was  25  feet 
(7.6  m.). 

Page  359* 

Lines  21  to  25. — In  January  1941,  the  controlling  depth  was  29 
feet  (8.8  m.)  in  the  improvecl  channel  to  about  I/2  mile  above  the 
Lincoln  Highway  Bridge. 

Line  25. — In  April  1942,  the  controlling  depth  was  14  feet  (4.3  m.) 
from  1,000  yards  above  the  Lincoln  Highway  Bridge  to  the  Jackson 
Street  Bridge. 

Lines  29  and  30. — In  September  1942,  the  controlling  depth  was  6, 
feet  (1.8  m.)  from  the  Montclair  and  Greenwood  Lake  Railroad 
bridge  to  the  Delaware,  Lackawanna  and  Western  Railroad  bridge. 
The  channel  is  subject  to  rapid  shoaling  at  Second  River. 

Page  360 

List  of  Bridges. — A  new  bridge,  close  and  adjacent  to  the  Lincoln 
Highway  Swing  Bridge,  has  been  completed.  The  old  bridge  and 
its  foundation  have  been  entirely  removed.  The  new  bridge  is  a 
light  span,  with  a  vertical  clearance  of  40  feet  (12.2  m.)  when  lowered. 
The  total  vertical  clearance  provided  by  the  new  span,  in  the  raised 
position,  is  135  feet  (41.1  m.). 

Page  361* 

Line  3. — In  March  1941,  the  controlling  depth  was  30  feet  (9.1  m.) 
in  the  improved  channel  to  about  900  yards  above  the  Pulaski  Skyway. 

Line  6. — In  April  1942,  the  controlling  depth  was  10  feet  (3  m.) 
from  Overpeck  Creek  to  the  NeAv  York,  Susquehanna  «&  Western 
Railroad  bridge. 

Page  363* 

Line  32. — Add :  "A  breakwater,  about  4,000  feet  in  length,  parallel 
to  the  water  front  and  about  700  yards  offshore,  extends  eastward 
from  the  railroad  wharf.  In  September  1940,  the  protected  area 
inside  the  breakwater  had  depths  ranging  from  4  to  8  feet  (1.2  to 
2.4  m.).  The  project  depth  for  the  northern  half  of  this  area  is 
8  feet  (2.4  m.)  at  MLW.  There  is  a  light  on  the  eastern  end  of  the 
breakwater." 
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Line  39. — In  October  1940,  the  controlling  depths  were  8  feet  (2.4 
m.)  for  a  width  of  150  feet  through  the  bay  and  8  feet  (2.4  m.)  for 
a  width  of  75  feet  in  the  creek. 

Page  364 

Line  42. — A  privatel}^  maintained  light  marks  the  end  of  the  jetty. 
The  ai'ea  on  the  eastern  side  of  the  jetty  has  been  completely  filled. 

Page  365 
Line  26.— For  "1939"  read  "1940." 

P/-GE366 

Lines  5,  10,  and  23. — The  end  of  the  jetty  is  marked  by  a  beacon, 
black  on  the  side  of  the  Navesink  River,  and  red  on  the  Reeves 
Channel  side. 

Line  28. — An  opening  near  the  center  of  the  submerged  rock  jetty 
permits  small  boats  to  pass  over  the  jetty.  The  opening  is  30  feet 
wide  and  has  a  least  depth  of  4  feet  (1.2  m.)  at  MLW.  Passage 
should  not  be  attempted  without  local  knowledge.  The  jetty  is  close 
behind  a  row  of  dolphins  which  extend  from  the  southeast  end  of 
Sedge  Island. 

Page  368 

Line  32. — In  March  1940,  the  controlling  depth  was  7  feet  (2.1  m.). 

Page  372 

Lines  20  to  23. — In  July  1941,  the  controlling  depth  in  the  cut-off 
channel  was  13%  feet  (4.1  m.) . 

Page  373 

Line  11. — In  May  1940,  the  controlling  depth  was  514  feet  (1.7  m.) 
for  a  width  of  30  feet  from  the  mouth  to  Federal  Docks,  thence  2  feet 
(0.6  m.)  of  the  same  width  to  Town  Dock. 

Page  375* 

Lines  20  to  25. — In  December  1942,  the  controlling  depths  were: 
231/2  feet  (7.2  m.)  in  the  channel  south  of  Great  Beds  to  the  junction 
with  the  south  channel;  thence  17  feet  (5.2  m.)  to  the  turning  basin. 
In  March  1940,  the  controlling  depths  were:  15  feet  (4.6  m.)  for  a 
width  of  100  to  200  feet  from  the  turning  basin  to  the  Washington 
Canal;  thence  10  to  11  feet  (3.0  to  3.4  m.)  for  a  width  of  100  feet 
to  the  Delaware  &  Raritan  Canal  lock. 

Page  376 

Line  29. — In  February  1941,  the  controlling  depth  was  24  feet 
(7.3  m.). 

Lines  48  to  51. — In  June  1940,  the  controlling  depths  were  as  fol- 
lows: 12  feet  (3.7  m.)  for  a  width  of  100  to  150  feet  tbrough  Wash- 
ington Canal  and  the  South  River  up  to  the  first  highway  bridge, 
thence  10  feet  (3.0  m.)  for  a  width  of  50  to  150  feet  to  within  2,000 
feet  of  Old  Bridge,  where  the  depth  was  2  feet  (0.6  m.) . 
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Page  378 

Lines  27  to  36. — During  the  winter  season  it  will  be  the  policy  of  the 
Coast  Guard  to  maintain  an  open  channel  in  the  Hudson  River  as  far 
up  the  stream  as  the  severity  of  each  winter  makes  possible  by  the 
employment  of  one  ice-breaking  cutter  or  tug.  During  severe  winters 
it  will  not  be  possible  to  keep  the  channel  open  to  Albany  and  the  river 
will  be  considered  closed  to  navigation  north  of  Tarrytown  from  the 
end  of  December  to  the  end  of  March.  During  mild  winters  the 
channel  will  be  kept  open  as  far  north  as  possible  if  there  be  a  demand 
for  traffic. 

Page  381* 

Line  41. — For  "January"  read  "December."  Line  43. — Change  to 
read  "For  a  width  varying  from  500  to  750  feet." 

Page  383* 

Line  29.~For  "1939"  read  "1941".  Line  31.— For  "12  feet  (3.7  m.) " 
read  "11  feet  (3.4  m.)". 

Page  384* 

Line  29. — There  is  a  special  anchorage  for  small  craft  in  the  vicinity 
of  the  Yonkers  Yacht  Club.  line  30. — There  is  a  special  anchorage 
for  small  craft  in  the  vicinity  of  the  Tower  Ridge  Yacht  Club. 

Line  37. — Strike  out  rest  of  sentence  after  "Railroad". 

Page  385 

Line  51. — In  June  1941,  shoaling  southward  of  Tarrytown  Light 
had  extended  across  the  charted  north  channel,  which  is  crooked  and 
unreliable.  It  should  be  used  only  with  local  knowledge.  The  buoys 
have  been  shifted  to  mark  the  best  water. 

Page  387 

Lines  49  and  50. — Strike  out  "no  longer  opens."  and  substitute: 
"may  be  opened  upon  a  30  days  advance  written  notice  of  the  time 
the  opening  is  required.". 

Page  402* 

Field  Stations. — These  stations  are  now  known  as  "District  Of- 
fices" and  the  officer  in  charge  is  the  "District  Supervisor".  The 
present  addresses  of  these  District  Offices  are  as  follows : 

Northeastern  District :  10th  Floor,  Customhouse,  Boston,  Mass, 
Eastern  District:  Hudson  Terminal  Bldg.,  50  Church  St.,  New  York, 
•      N.  Y. 
Southeastern  District:  1001  Monticello  Avenue,  Norfolk,  Va. 
Southern  District:  314  Customshouse,  423  Canal  St.,  New  Orleans, 

La. 
Caribbean  District :  Post  Office  Box  3067,  Santurce,  San  Juan,  Puerto 

Rico. 
Southwestern  District :  1426  Post  Office  and  Courthouse,  Los  Angeles, 

Calif. 
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Western  District:  114  Customhouse,  San  Francisco,  Calif. 
Northwestern  District ;  400  Insurance  Bldg.,  Seattle,  Wash. 
Pacific  District :  244  Federal  Office  Bldg.,  Honolulu,  T.  H. 

Chart  Agencies. — For  "Vineyard  Haven"  read  "Woods  Hole"; 
for  "New  Kochelle"  and  "Mamaroneck" ;  for  "Port  Jefferson,  L.  I." 
read  "Sag  Harbor,  L.  I.". 

Page  404* 

Army  Engineers. — The  present  address  of  the  New  York  Office 
is  Twenty-first  Floor,  270  Broadway. 

Page  405 

List  of  Coast  Guard  Stations. — For  "Cahoons  Hollow"  read 
"We]  meet." 

Page  406 

List  of  Coast  Guard  Stations. — 

Shinnecock  is  temporaril}'  inactive. 

Moriches  is  temporarily  inactive.  The  station  is  located  on  West 
Hampton  Beach,  abreast  Moriches  Bay,  1.1  miles  east-northeast  of 
Moriches  Inlet,  and  11.75  miles  west-southwest  of  Shinnecock  Light. 
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